
9mm NATO Cartridge 

 
UDC USA, Inc., located in Florida and Missouri, produces 
ammunition for all branches of the US Military, USSOCOM, 
Civilian market and State Department approved customers. 

 
CALIBER: 9x19mm Parabellum 

 
Projectiles: 115 & 124 grain FMJ; 70, 80, 90, 95, 100 grain solid  
Frangible; 124 grain Hollow Point and others upon request  

 

FUNCTION:  Combat, duty or training 

 
APPEARANCE: Typical is brass case and copper projectile. 

 
CARTRIDGE WT. (GRAINS): varies by projectile type 

BULLET EXTRACTION: Varies by projectile type and allowance for 
adhesives, Typical is 10 to 30 lbs.   
 
PRIMER: small pistol  

VELOCITY: Varies by projectile type and weight 

PACKAGING: 50 rds/Box, Bulk and other upon request. 

OPTIONS: varies by projectile and customer requirements. Note: 
Frangible projectiles are ideal for Close quarters, however they do 
have potential issues that users must understand.  

 
 
 
 

MANUFACTURED TO U.S. MILITARY, as 
required. 

 

Specifications: 

• MIL-DTL-3498 

• MIL-STD-636 

• MIL-STD-1916 

•  

 
HEADSTAMP: Case manufacturer 

symbol and year of manufacture 

typical. 
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