
7.62x51mm M118 Long Range (LR) 
 
 
 
 

UDC USA, Inc., M118LR rounds perform better at 
distances than today’s best battle carry rounds.   

 
 
CALIBER: 7.62x51mm NATO (.308 Winchester) 
 
 
CARTRIDGE: M118LR  
 
 
PROJECTILE: 175 grain Sierra Match King Open Tip Match (OTM) 
 
 
APPEARANCE:  Case brass (70/30); FMJ Copper Projectile (90/10)  
with lead core   
 
 
BULLET PULL: 100 lbs. minimum (normal M80 = 60 lbs. minimum) 
 
 
CARTRIDGE WEIGHT: 412 – 23 grains  
 
 
WEAPON SYSTEM: M14 Series, M21, M24, M40A1 
 
 
PACKAGING: DODIC AA11, NSN 1305-00-418-8202, 20 rd box, 
460/M2A1 can/ 920/WBB, 44160/pallet; Bulk; Commercial Pack 
 
 
PERFORMANCE:  The cartridge is designed for training or duty use.   
Accuracy – Standard 1 MOA 5 shot string in fix mouth barrel 
 
 
VELOCITY: 2580 fps +/- 30 fps, 78 ft from muzzle 
 
 
 
 
 

 
 

 
 
 
 
 
MANUFACTURED TO: 
U.S. MILITARY SPECIFICATIONS 

• MIL-STD-636 

• MIL-STD-1916 

 

COMMERCIAL SPECIFICATIONS 

 

 
 
UDC USA, located in Florida and Missouri, produces ammunition  
for all branches of the US Military, USSOCOM, Civilian market and  
State Department approved customers 
 
 
 
 

100 South Ashley Blvd. | Tampa, FL 33602 
 

+1 (813) 281-0200 info@udcusa.com www.udcusa.com 


