
300 AAC Blackout 

 
UDC located in Florida and Missouri, manufacturers 

bespoke 300 AAC Blackout for commercial, government, 

and law enforcement customers. 

  

 CALIBER: 7.62x35mm 

 

 CARTRIDGE: 

   

 PRIMER: Boxer, Small Rifle, Non-Corrosive 

 

 CASE: Brass 

 

FUNCTION:  Low recoil, noise, and muzzle flash.  300 AAC Blackout 

provides versatile .30 caliber performance in a 223 package.  

Effective engagement on point targets out to 400 meters in 

unsuppressed weapon platforms, and increased lethality and low 

signature in suppressed platforms for confined environments. 

 

OPERATING TEMP: -54C to +52C SHIPPING: 1.4S, UN0012 

 

SHIPPING: 1.4S, UN0012 

 

PROJECTILE WT. (GRAINS): 168gr supersonic, 190gr to 220gr subsonic. 

 

 

VELOCITY:  2100 fps (Measured 15 feet from barrel) 

 

WEATHERTIGHTNESS: Mouth and primer sealed exceeding NATO 

specifications. 

 

PACKAGING: 250/500/1000 Bulk; 20 Round Box, US MIL-SPEC 

available.

 

HEADSTAMP:  

UDC Manufacturer symbol and 

year of manufacture.

 

 

 

 

 

 

 

UDC USA, located in Florida and Missouri, produces ammunition 

for all branches of the US Military, USSOCOM, Civilian market 

and State Department approved customers 

 

 

 

+1 (813) 281-0200 info@udcusa.com udcusa.com 

501 East Kennedy Blvd. | Tampa, FL 33602 

MANUFACTURED TO U.S. MILITARY 

SPECIFICATIONS 

PRIMER SEALANT:  Yes 

 

CASE MOUTH SEALANT: Yes 
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